OPENINGS TO BE %
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MAKE UP 87 TO 20%
OF TOTAL AREA

1.5 70O 2 OF NO. 89
STONE BEDDING
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TRAFFIC RATED PERVIOUS

PAVERS MIN, 3-1/8” THICK WITH
TYP. NO. 89 STONE IN OPENINGS
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EXISTING
UNDISTERBED SOIL

NOTES:
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CURB OR 6" X 16"
GRANITE. IF RAISED CURB
CUT OUTS FOR OVERFLOW

GEO-TEXTILE CLOTH <OPTIONAL>

1, ALL CONSTRUCTION SHALL CONFORM TO THE APPLICABLE CITY OF SAVANNAH DEVELOPMENT
GUIDELINES, TECHNICAL SPECIFICATIONS AND STANDARD DETAILS.

2. CONCRETE IN THE ROADWAY TO BE S000PSI PER SECTION 03300, CHAPTER 3.2 AND

REINFORCED WITH FIBERMESH OR STEEL PER SECTION 3300, CHAPTER S OF CITY TECHNICAL

SPECIFICATIONS.

3. BASE COMPACTION UNDER CURB TO BE 98% (ASTM D698).

4, CONTRACTION JOINTS TO BE SAW CUT NO LATER THAN 24 HOURS AFTER THE POUR.

4, ALL NEW CONCRETE IN THE HISTORIC DISTRICT AND AS OTHERWISE SPECIFIED BY THE
STREET MAINTENANCE DIRECTOR MUST BE TINTED. THE TINT SHALL BE LAMBERT CORPORATION
SAVANNAH BROWN’ #4638 OR EQUAL TO BE SUPPLIED BY THE CONTRACTOR.

STANDARD CONSTRUCTION
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PERVIOUS PAVER DETAIL
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